
LA-UR--86-2745

DE86 015342

TITLE: DESIGN , TESTING AND MODELING OF A HIGH-GAIN MAGNETIC FLUX-
COMPRESSION GENERATOR

AUTHOR(S): M. G. Sheppard, X-10, B. L. Freeman, M-6, R. L. Bowers, X-10
J. H. Brownell, X-10, C. M. Fowler, M-6, J. N. Fritz, M-6,
A. E. Greene, X-10, S. P. Marsh, M-6, T. A. Oliphant, X-10,
D. L. Tubbs, X-2 and D. L. Weiss, X-10

SUBMITTED TO: Megagauss
Santa Fe,

ttagnetic Field Generation
NM, July 14-17, 1986

and Related Tapics,

(kwernmenl, Neither Ihc Llnild SIaIci Gwcrnmcnl nor any ngcncy [herd, nor nnyoflheir

employ-, makes any wnrranty, eapre~ ur implied, or nmnuma uny legal Iilbllily m mnpunni-

hility for the mxurucy, arnplelcncns, or us.cfulncmuf uny informotiun, uppcrnlus, pruduc!, or

prwem dicclo+ctl, or repremnls Ihat iln usc would not infringe privulely owned rightn Rerer.

cncc herein 10 uny qxxific a)mmcrcinl produc(, prurxm, or servict by [rnrJc ntiruc, (rndemftrk,

mmnufdurur, or olhcrwix d- not nceemurily amn[itutc or imply i!s cndrmcmcnt, rctum.

mcndaliun, or fasoring hy the LJnitcd SIuIm (hvcrnmcnl or nny ngcncy thercd The views

nnd uplnlom of mulhorn cxpmtd bemin do nut n-arlly ntaIc ur rcllcd !hosc uf the

Unllal Slmti Covcrnmenl ur any ,7gancy Ihcmuf.

LosAomilos
Mm

Los Alamos National Laborator
ksAlamos,New Mexico 87’54~

DISTRIBUTION OF THI!; Ol)[:lIMENl IS UNLIMITED
,)

+)) \

About This Report
This official electronic version was created by scanning the best available paper or microfiche copy of the original report at a 300 dpi resolution.  Original color illustrations appear as black and white images.



For additional information or comments, contact: 



Library Without Walls Project 

Los Alamos National Laboratory Research Library

Los Alamos, NM 87544 

Phone: (505)667-4448 

E-mail: lwwp@lanl.gov



DESIGN, TESTING, AND MODELING OF A HIGH-GAIN

MAGNETIC FLUX-COMPRESSION GENERATOR*

M. G, Sheppard, B. L. Freeman, R. L. Bowers, J. H. Brownell,
C. M. Fowler, J. N. Fritz, A. E. Greene, S. P. Marsh, T. A. Oliphant,
D. L. Tubbs, and D. L. Weiss

Los Alamos National Laboratory
P.O. BOX1663
Los Alamos, New Mexico 87545 USA

ABSTRACT

U~ing a simultaneously initiated cylindrical explosive, a coaxial magnetic flux-
compression generator (FCG) was designed to test high-current-gain limitations. ~.
coaxial design with a Iossless gain of z1OO:1 was chosen for its eficienc y, relative
simplicity, and calculabili~. Theoretical design included analytic modeling as well as
l-~ and 2-D hydrodynamic and MHD calculations, A 69.&cm cylinder of PBX-9S01
high explosive, 20.3 cm in diameter, was used to drive the A) armature into a Cu
stator. The initial current supplied by a capacitor bank was -3 MA which produced
a final current ~75 MA. Details of the experiment and a comparison with calculations
are presented.

I. INTRODWTION AND GOALS

Many advances in understanding and performance of magnetic Flux Compres-
sion Generators (FCG) have occurred since the concept of wing high-explosive (HE)
to push a metal conductor and compress a trapped magnetic field waa introduced
almmt 40 years ago. 1‘e Reference 1 gives an excellent time-line of the early his-
tory of flux-compression. In an effort to continue this progress, this paper deacribea
a ‘simple” FCG experiment that (1) nudges the edge of several parameter ramges;
(2) iBwell diagnosed; and (3) provides ● etringent t-t of present and fhture theories,
models and calculations.

In this experiment a faat high-gain coaxial FCG, driven by an on-axis simulta-
neous line-initiated explosive, is teeted, The FCG waa loaded with an initial current
of -3 MA, and the thin aluminum armature waa expanded to almoet three times its
initial diameter to produce a large final current.

A coaxial design was chcmen because of its calculationally simple Seometry which
supports only a Be magnetic field. The line-initiation package firther simpliflea the
experiment by insuring ● quaai-one-dimensional flux compression stag~, another boon

‘This work waa performed under the ●unpicea of the U.S. Department of Energy.



to modeling simplicity. Finally, the good efficiency of coaxial FCG’S also supported
the design.

II. EXPERIMENT

Figure 1 shows a three-dimensional cutaway diagram of the coaxial FCG. The
centra! cylinder of PBX-9501 HE is 69.3-cm long with a radius of 10.2 cm. The HE is
line-detonated on axis. Surrounding the HE is a 1.3-cm thick shock-absorbing layer
Ofp= 0.2 g/cm3 polystyrene. The HE and plastic are held in place by Al tampers.
The Al armature, with an inner radius of 11.4 cm is 0.476-cm thick at the feed (left in
the figure) end and 0.635-cm thick at the load end. This linear shim phases the flux
compression to avoid shurting the load prematurely. The glide planes are brass and
are canted 10° to insure good contact with the armature during generator operation,
The feed end glide plane is supported by an insulating lexan washer and is separated
from the grounded terminal of the input feed by several sheets of mylar. A ring of
detonator switches is timed to produce a jet through the mylar and isolate the FCG
from the capacitor bank 2 ASbefore first armature motion.

The stator is made of 1.3 cm thick Cu sheet which was rol!ed into a 30.5 cm radius
cylinder and welded. Total FCG inductance is 132 nH with the load ring accounting
for 1.3 nH. This implies a lossless gain of 101.5. The load ring was convoluted to
protect the diagnostics from internal sparks and shocks propagating through the 5
x 10-s torr vacuum. The initial current wss supplied through 48 coax cables from
a 9000 AF capcitor bank at 16.5 kV,

b Wdo ha

Fig. 1. Coaxial, line-initiated FCG.



III. CALCULATIONS AND MODELING

Results ofseveral different calculations were utilized inthe design process. The
armature design, including shim angle, thickness and length with relation to the
HE cylinder length and positioning of the brass glide planes, w- done with a
2-D Eulerian hydrodynamics code, Since the magnetic back pressure was expected
to be much less than 25 kbars (B~.Z ~ 0.8 MG) for most of the operation time, field
effects were ignored during this stage of the design. Results of these simulations are
presented in Figs. 2 and 3. The basic armature design was taken from the Mark
101 (see Fowler et al., this issue) and adapted to accommodate the larger diameter
required for the plsstic shock-absorbing layer and to insure smooth contact with the
glide planes during its three-fold expansion. The air gap just below the load ring (Fig.
3) was required to diffuse shocks in the glide plane and protect load ring diagnostics,
These calculations were found to be insens!t .ve to inclusion of material strength.

One-dimensional Lagrangian hydrodynamics calculations were done to investi-
gate the effects of different density shock-absorbing layers between the HE and the
armature. Figures 4-6 show comparison of calculated pressure profiles and arma-
ture interface position and velocity histories for polystyrene densities of 0.2 and 1.04
g/cm.3 The lower density plastic gives a gentler, more sustained push to the arma-
ture, thus keeping the temperature down, the conductivity up, and ultimately the
velocity higher,

Armature dynamics were also checked with several 1-D Lagrangian and Eulerian
hydrodynamics calculations at different positions along the symmetry axis. Hydro-
dynamic motion is almost entirely radial (l-D) for this design. Armature interface
histories at five locations along the symmetry axis are displayed in Fig. 7, The
armature velocity averages about 0,42 cm/#s.

An estimate of magnetic flux loss in the FCG was obtained by calculating
a I-D version (i.e., no armature shim) with a 1-D implicit Lagrangian magneto-
hydrodynamics (MHD) code. This code includes models for HE detonation and
Joule heating, as well as time dependent external circuits to treat the capacitor bank
discharge, the closing witch, the inductive k,ad ring, and resistive losses into the glide
plane and load ring walls. Losses into the armature and stator walls were calculated
within the code using a linear diffusion approximation and resistivity models for Cu
and Al sa functions of temperature and density. A time dependent resistance for the
glide plane and load ring walls was eetimated by combining calculated skin depths
and resisitivities in the stator with the time dependent current pathlength through
the glide plane and load ring walls. This resistance averaged a iew times 10-5 fl.
These calculation predicted that 38% of the total initial flux would be compressed
into the 1.3 nH load at generator burnout. With an initial current of 3 MA, this
translates to a 5nal predicted cur!ent of 116 MA, or a predicted gain of 38.6.

Since the 1-D calculations casumt account for the armature shim, the predicted
inductance history (and therefore current history, I(t) ) has too steep of a gradient.
To better esthnatc dI/dt, the quantity actually measured, a circuit model which
utilizes an empirical flux lwo model, ~(t) = #oezp(- (t/r) 2), and 2-D geometry in-
put was employed. The quantity r wao fit to the 1-D MHD calculation ouch that
dfburnovt )/+0 = 0,38. This value is consistent with results obtained by Zharinov et
al using a similar coaxial, line-initiated FCG, The curves in Fis. 7 provided 2-D
geometry input for calculating the FCC inductance history, The reuults of the circuit
simulations are not sensitive to reasonable excursions about the ~hape of d(t) which
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was empirically chosen to match results of I-D and 2-D MHD calculations for similar
but simpler geometries. Results of the circuit simulation predictions are presented in
Fig. 8 below with the measured performance of the FCG. Discrepancies are discussed
following the experimental results.

IV. EXPERIMENTAL RESULTS

The initial seed current was measured as 2.93 + 0.09 MA by a Rogowsky loop at
the feed end of the FCG. Crowbar of the capacitor bank occurred 2 ASbefore first ar-
mat ure motion, as planned. The final current at generator burnout appears to be 72.4

& 3.6 MA, =38% below expected performance. Ar experimental current trace, aver-
aged over 5 lil probes plus data from a fiber optic diagnostic are presented in Fig. 8

with results of the circuit modeling, The theoretical uncertainty envelope (dashed
line) was obtained by arbitrarily applying a 10% uncertainty to #(t~U,~OUt)/#o and
using the experimental uncertainty associated with the seed current. Several of the
probes gave erratic signals just at expected burnout time, then continued to indicate
further compression. However, after burnout time, data from different probes are not
quantitative] y consistent; one probe even indicated a negative dI/dt. Only reliable
and consistent data are presented in Fig. 8.

V. DISCUSSION

w

The FCG did not perform as well as predicted with respect to overail gain. The
actual gain was only 24.7 compared to a predicted gain of --38, The candidate which
may be responsible for the largest discrepancy is the physical state of the armature
near the glide planes. The armature, quite thin by usual standards, is slammed into
the 10” canted brass glide planes aa well as being stretched and thinned near the ends.
If the combination of elastic-plastic flow heating, compressional heating, and Joule
heating of the thinned armature caused it to melt (or come close), its resistivity
and thus magnetic flux-loss would increase dramatically. This possibility was not
incorporated into the theoretical modeling. Quantit~tive treatment of this flux-loss
mechanism requires a detailed 2-D MHD calculation using accurate equations of
state, and accurate models for material strength and electrical resistivity.

Another possible discrepancy lies in the electrical resistivity model. However,
since the models used in these calculations have been benchmarked in other
experiments, * it is unlikely that the model Itself could account for the entire dis-
crepancy.

Finally, a ohock traveling through the load end glide plane could have interfered
with the diagnostics sevaral microseconds before burnout. This would imply that the
air gap included below the load ring to diffuse any shocks was ineffective, and that
the predicted generator run time waa off by -4 W. Assuming that both of these are
true, the FCG could have generated in excess of 72 MA, after the diagnostics became
unreliable. Baaed on calculations and experience with HE, u well aa the fact that all
current traces seemed to level off before becoming erratic, this seems to be the least
likely ncenario.

Shap~

The ohape of the current profile in Fig. 8 is somewhat puzzling, During the
early portion of generation, the FCG actually performed significantly better than
predicted. In Fig. 9, the same experimental data are compared to circuit simulations
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.
I using ~(t) = do exp(– (t/r) ‘2). This flux-loss model forces the FCG to perform
. lossless during most of its generation time and then lose flux rapidly just before

burnout. Assuming that the data are correct, the FCG appeared to perform very
I efficiently until the last 10 ps of its 52 ps generation time, indicating that the shock-

absorbing layer worked very well. At late times, the armature may have thinned
sufficiently to activate nonlinear diffusion processes. This would account for the
good efficiency at early times as well as the disappointing gain.

The timing difference in Figs. 8 and 9 between prediction and experiment is
easily accounted for by uncertainties in the equations of state, particularly the one
for polystyrene, and experimental timing uncertainties.

Summary

In summary, this FCG has been tested only once and has not had the benefit
of empirical design optimization. The design was guided by theory and worked
reasonably well on the first shot. Further analysis and possible experiments will help
with understanding the discrepancyy between the theoretical and experimental gain.
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